
Chicago Pneumatic CP719QC 1/4 Impact
Wrenches 7-27NM
Compact for General Maintenance on tight spots.
Lightweight for operator comfort. Ideal for small fasteners,
such as light assembly and repair work. Perfect retaining
system for easy and regular bits change.Range: 7 - 27 Nm
5 - 20 ft.lbs

Specifications Details

Range Metric 7 - 27 Nm

Brand Chicago Pneumatic

Length Metric: 114 mm Imperial : 4.5"

Min. Hose Size Metric: 10 mm Imperial : 3/8"

Free Speed 7000 rpm

Maximum Torque (reverse) Metric: 47 Nm Imperial: 35 ft.lbs

Vibration uncertainty (K) 1.3 m/sÂ²

Range Imperial 5 - 20 ft.lbs

Vibration 2.7 m/sÂ²

Net weight Metric: 1.13 kg Imperial: 2 1/2 lb

Square Drive 1/4" hex.

Model Number CP719QC

Average air consumption Metric: 0.95 l/s Imperial: 2 cfm

Product Number T025367

Actual air consumption Metric: 3.8 l/s Imperial: 8 cfm

Sound pressure 88 db(A)

Sound Power 99 db(A

Air inlet thread size 1/4"



Specifications Details

Power/weight ratio Metric: 41.6 Nm/kg Imperial: 12 ft.lb/lb


